
Sunburst
Sensors

Sunburst Sensors, LLC
1226 W. Broadway  Missoula, MT 59802
v: 406-532-3246 f: -3247
www.sunburstsensors.com / info@sunburstsensors.com

Sunburst Sensors’ new pH sensor is now available. For 

use on buoys, drifters and other near surface moor-

ings, the iSAMI-pH is an affordable, accurate option 

for many types of deployments. It can be powered and 

polled by a buoy, or be deployed with an external 

battery, logging data for later download.

iSAMI-pH

iSAMI-pH
- Measures: seawater pH

T
 (pH - total hydrogen ion scale)

- pH range: 7-9

- Salinity range:  25 - 37

- Duration: 8000 measurements  - self powered

- Response time: ~3 minutes 

- Precision: < 0.004 pH units

- Accuracy: ± 0.01 pH units based on CRM* intercomparison

- Long-term drift: < 0.002 pH units over 6 months

*Certified pH reference material from Andrew Dickson (UCSD)

  General specifications:

- Sensor type: reagent based colorimetry

- Thermistor: accuracy 0.1oC /precision ± 0.01o  

- Weight in air / seawater:  0.9/0.2 kg

- Operating range: -2o – 40o C, 0 - 3 m depth

- Dimensions: 28 cm x 6.4 cm diameter

- User friendly client software

- Optional external battery (2.2 kg, 8.9 cm x 24 cm)


